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Katalogumuzda bulunan tim Urtnler Bursa daki fabrikamizda tretilmektedir.
Uriinlerimizde sadece en kaliteli malzemeler kullanilmaktadir.

Tum parcalar CNC Tezgahlarda islendikten sonra kalite kontrol asamasindan gegirilerek 6zenli
sekilde monte edilmektedir.

Tam yedek parcalar CNC Datalarla uygun 6lcilerde islenmektedir, birbirinin aynidir.

Tum Elektrik ve Hidrolik aksamlar Diinya Lideri firmalarin Grlnleridir. Hepsi CE Sertifikalidir.
All products in our catalogue are manufactured and assembled in Turkey.
We use only best quality materials to manufacture parts of our machines.

All Parts are designed and machined in CNC Programmed machines.

All hydraulic and Electrical Components are of World Leader Companies products and CE Certifcated.
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Makina Sanayi

3H50 HAREKETLI BUKME MAKINASI

3H50 KAPASITE TABLOSU / CAPACITY TABLE

- Minimum
Malzeme _O|gu|§r K C
Nr. Material Type Dlr?enu)ons A/\Ii‘g."g:n'd?rfg;
mp Diameter (mm)
40/10 200
.| 600
I T 220
100/10 300
w35 | L '
30/30 30
@ @ | s
20/20/3 200
J T L | o0 400
- 50/50/5 600
20/20/3 200
L——d | S 500
50/50/5 800
4 . h 60/60/7 800
= | soeo7 800
I L | cos0r7 800
: : UNP/80 800
==K
T | e | 0w
., 160
QO |vien | 280
: z 600
I]—_'—[I 80/24/4 500
_ 50/50/3 600
:l:!::l 80/30/4 1500

Kompakt ve Esnek bir Makina

3H 50 — 3 Eksenli Modelimiz Gstiin performansi, blytk is
kabiliyeti, kompakt yapisi ve optimum 6zellikleriyle 6ne
cikiyor.

Yiuksek kaliteli malzemeler ve Aluminyum Profillerin
sekillendirilmesinde ve mimbkiin olan en dar ¢apta bikimler
yapilmasina imkan saglar.

Ozellikleri

*Modern Dizayn

*Ergonomik calisma

*On 2 vals saga sola hareketle istenilen merkez aralig
ayarlanabilir

*Arka Vals Hidrolik olarak yukari asagi hareket saglar
*Dijital gosterge ile kurs ayari yapilabilir

*Her 3 Vals Reduktor Tahriklidir

*Ustiin kalite malzemelerden uretilmistir

*Turk Mahdir

OPTIMUM AND FLEXIBLE

3H 50 — 3 AXIS Model is coming forward with High —
Performance, Ability, Compact build and Optimum
specifications.

Can work with high-quality materials, Aluminium and
composite profiles

Can make small radius and shapes easily
SPECIFICATIONS

*Modern and Ergonomic Design

*Two Bottom Rolls can move and distance of axis can be
arranged.

*Top Roll Moves Up and Down Hydraulically

*Stroke is adjusted by Digital Read out

*All 3 Rolls are Motorised individually

*Made of High Quality Materials only

*Made in Turkey

www.kafmdk-makina.com » 2




BB 60
Malafasiz Boru Biikme Makinasi Ozellikleri

*CK 45 Monoblok Gdvde

*Reduiktor Tahrikli Sistem

*Tum Miller ve gerekli sistemler Isil islemli ve Taslanmistir
*Dijital Programh NC Calisma Sistemi

*Hassas Sikistirma Sayaci

*Hiz Ayari

*Turk Malichr

Mandrelless Tube Bender Specifications

*CK 45 Monoblock Frame

*Reducer Driven

*All Shafts and Necessary parts are hardened and grinded
*Digital Read out

*Counter for back support

*Inverter and speed adjustment

*Made in Turkey

www.kafmdak-makind.com » 3
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MB 30 MEKANIK BUKME MAKINASI

MB 30 Mekanik Profil Kivirma Makinesi

Standart Ozellikler

* Celik gévde

* Reduktor tahrikli digli sistemi

* Ust mil dénis avare hareketli

* Ust mil cevirmeli kol ile yukari asagi hareketli

* Alt miller sabit ve digli tahrikli

* Vals milleri ve toplari 1050 kalite ¢elikten imal
edilmistir.

* Tum miller ve toplar sertlestirilmis ve taslanmustir.

* Standart vals toplarti ile lama ve kutu profil bik(lebilir.

* Standart vals toplari degisik 6lctll pullardan
olugmaktadir.

* Ayarlanabilir yan dayamalar

* Yatay ve dikey calisma imkani

* Tarkce ve ingilizce kullanma kilavuzu

* CE sertifikali

Ekstra Ozellikler

* Boru kivirma toplari

* Koésebent kivirma toplari ve yan dayamalar
* Aluminyum kivirma igin delrin toplar

* Ozel yan dayamalar

* C&S Kivirma aparati (ferforje icin)

* Burgu aparati (ferforje icin)

MB 30 Mechanical Profile Bending Machine

Standard Specifications

* Steel frame

* Reducer driven gear system

* Top roll idle

* Top roll up and down movement by hand

* Bottom rolls fixed and powered

* Rolls and shafts are made of SAE 1050 quality steel

* All rolls and shafts are hardened and grinded

* Able to bend flat bars and box sections with standard
rolls

* Standard rolls are interchangeable to adjust gap for
bending

* Standard guide rolls

* Able to work both horizontal and vertical position

* Users manual book in english or turkish

* CE certificate

Additional Accessories

* Pipe bending rolls for different sizes
* Angle bending rolls (leg in and Leg Out)
* Aluminium bending rolls made of DELRIN

Angle Guide Rolls

* C&S bending attachment for wrought iron
* Bar twisting attachment for wrought iron

www.karmak-makina.com P> 4
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AEKANIK BUKME MAKINASI
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MB 30 KAPASITE TABLOSU / CAPACITY TABLE

Nr. Malzeme D,O|9U|?f K,cll\r'::?lén;pl Kivirma Yéni Vals MI."erl Capi @mm 30
Material Type Imensions | Min. Bending Way of Bending Shaft Diameters
(mm) Diameter (mm) Alt Valslerin Caplar o 118
1 -i- 50X10 600 mm Lama / Flat Bar I:pwer Rolls Diameters
: 20X6 300 mm | Kihclama / Hardway Ust Vals Capi @mm 148
5 I:':I 80X15 700 mm Lama / Flat Bar Top Roll Diameter
30%6 400 mm Yatay / Easyway Calisma Hizi m/dak |,
3 .j:. 30X30 900 mm | Dolu Kare Working Speed m,/min
10X10 200 mm Solid Square Motor Gicii kw 0,75
4 c!j @30 900 mm Dolu Yuvarlak Motor Power
?10 200 mm Solid Round Uzunluk mm 700
(:!:) @60x1,5 1000 mm ince Boru Lenght
7 : ?25x1,5 600 mm Thin Pipe Genislik mm 600
C:!j 11/2"X2,9 600 mm Kalin Boru Width
6 ; 1/4"X1,8 300 mm [ Thick Pipe Yokseklik mm 1400
N = i = IR 1200 mm Kutu Profil Height
: 40X20%2 800 mm | Box Section Agirhk kg. 250
8 u:':n 40X3 1200 mm Kutu Profil Weight
30X2 800 mm Box Section
9 J:':L 40X40X5 600 mm Késebent Dis
* 30X30Xx4 300 mm Angle Leg Out
10 EE 35X35X5 600 mm Késebent Ic
30X30Xx4 400 mm Angle Leg In
. "Ij:l‘ 50%6 600 mm T Profil Dis
20X3 400 mm T Profile Leg Out
50X6 600 mm T Profil I¢
12 % 20X3 400 mm T Profile Leg In
50X6 600 mm T Profil Yukar
'3 E; 20X3 400 mm T Profile Upside

A

Burgu Aparah / Bar Twisting Attachment

www.karmak-makina.com > 5
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MB 50 MEKANIK BUKME MAKINASI

MB 50 Mekanik Profil Kivirma Makinesi
Standart Ozellikler

* Celik govde

* Rediktor tahrikli digli sistemi

* Ust mil donus avare hareketli

* Ust mil cevirmeli kol ile yukari asagdi hareketli

* Alt miller sabit ve disli tahrikli

* Vals milleri ve toplari 1050 kalite gelikten imal
edilmistir.

* Tam miller ve toplar sertlestirilmis ve taslanmistir

* Standart vals toplari ile lama ve kutu profil bikulebilir

* Standart vals toplari degisik 6lctli pullardan
olugmaktadir.

* Ayarlanabilir yan dayamalar

* Yatay ve dikey calisma imkani

* Turkce ve ingilizce kullanma kilavuzu

* CE sertifikali

*1 yil garantili

Ekstra Ozellikler

* Boru kivirma toplari

* Koésebent kivirma toplari

* Aluminyum kivirma igin delrin toplar
* Ozel yan dayamalar

* C&S Kivirma aparati (ferforje igin)

* Burgu aparati (ferforje icin)

MB 50 Mechanical Profile Bending Machine

Standard Specifications

* Steel frame

* Reducer driven gear system

* Top roll idle

* Top roll up and down movement by hand
* Bottom rolls fixed and powered

* Rolls and shafts are made of SAE 1050 quality steel
* All rolls and shafts are hardened and grinded

* Able to bend flat bars and box sections with standard

rolls
* Standard rolls are interchangeable to adjust gap for Additional Accessories
bending
* Standard guide rolls * Pipe bending rolls for different sizes
* Able to work both horizontal and vertical position * Angle bending rolls (leg in and leg out)
* Users manual book in english or Turkish * Aluminium bending rolls made of DELRIN
* CE certificate * Angle guide rolls
* 1 year warranty * C&S Bending attachment for wrought iron

* Bar twisting attachment for wrought iron

./ www.karmak-makina.com » 6
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KANIK BUKME MAKINASI

MB 50 o

MB 50 KAPASITE TABLOSU / CAPACITY TABLE

o Minimum .
Nr. Malzeme Digleg:s!gns Kivirma Capi Kivirma Yani Vals M|.||er| Capi @mm 50
Material Type ] Min. Bending Way To Bend Shaft Diameters
Diameter (mm) Vals Caplari @mm 155
. -::- 60x10 600 mm Lama / Flat Bar Rolls Diameters
20x10 300 mm Kiliglama / Hardway Calisma Hizi m/d<.1k 4
o I:':I 100x15 600 mm Lama / Flat Bar Working Speed m/min
50x10 300 mm Yatay / Easyway Motor Giici kW 15
3 .:':. 35x35 600 mm Dolu Kare Motor Power '
15x15 300 mm Solid Square Uzunluk mm 800
4 c!: @35 600 mm Dolu Yuvarlak Lenght
@20 300 mm Solid Round Genislik mm 650
5 (Z!:) B70x2 1200 mm ince Boru Width
: #25x1,5 400 mm Thin Pipe Yikseklik mm 1355
C:!:) @2"x2,9 1000 mm Kalin Boru Height
6 : @1/2"x2,3 300 mm Thick Pipe Agirlik kg. 370
v =:|:= 70x30x3 1500 mm Kutu Profil Weight
30x15x2 400 mm Box Section
8 n:':n 50x3 1600 mm Kuty Profil
20x2 400 mm Box Section
0 J—_':L 50x50x6 600 mm Kosebent Dis
30x30x3 400 mm Angle Leg Out
10 EE 45x45x5 900 mm Késebent Ic
30x30x3 600 mm Angle Leg In
X ":!:I- 60x7 800 mm T Profil Dis
30x4 500 mm T Profile Leg Out
50x6 800 mm T Profil I¢
2| E=EA 3044 500 mm | T Profile Leg In
60x7 800 mm T Profil Yukari
12 E; 30x4 500 mm T Profile Upside
4 :—y—E UPN 80 800 mm | U Profil Dis
d UPN 30 400 mm U Profile Leg Out
15 E UPN 80 1200 mm U Profil ic
UPN 30 600 mm U Profile Leg In

C & S Aparat

Kurt A§zi Acma Aparah / Pipe Notching

\
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IDROLIK BUKME MAKINASI

HB 50 Hidrolik Profil Kivirma Makinesi

Standart Ozellikler

* Celik govde

* RedUktor tahrikli digli sistemi

* Ust mil donus avare hareketli

* Ust mil hidrolik olarak yukari asagi hareketli

* Alt miller sabit ve disli tahrikli

* Vals milleri ve toplari 1050 kalite ¢celikten imal
edilmistir.

* Tam miller ve toplar sertlestirilmis ve taglanmistir

* Standart vals toplari ile lama ve kutu profil
bukdulebilir.

* Standart vals toplari degisik 6lctli pullardan
olugmaktadir.

* Ayarlanabilir yan dayamalar

* Yatay ve dikey calisma imkani

* Turkce ve Ingilizce kullanma kilavuzu

* CE sertifikali

* 1 Yil garantili

Ekstra Ozellikler

* Boru kivirma toplari

* Késebent kivirma toplari

* Aliminyum kivirma icin delrin toplar
* Dijital gosterge

* Ozel yan dayamalar

* Hiz ayari

HB 50 Hydraulic Profile Bending Machine

Standard Specifications

* Steel frame

* Reducer driven gear system

* Top roll idle

* Top roll up and down movement hydraulically

* Bottom rolls fixed and powered

* Rolls and shafts are made of SAE 1050 quality
steel

* All rolls and shafts are hardened and grinded

* Able to bend flat bars and box sections with

standard rolls Add't'onal ACCGSSOI’IGS
* Standard rolls are interchangeable to adjust gap
for bending * Pipe Bending rolls for different sizes
* Standard guide rolls * Angle bending rolls (leg in and leg out)
* Able to work both horizontal and vertical position * Aluminium bending rolls made of DELRIN
* Users manual book in English or Turkish * Digital Read out for top roll
* CE certificate * Angle guide rolls
*1 Year warranty * Speed variator

./ www.karmak-makina.com » 8
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HB 50 MMDROLIK BUKME MAKINASI

HB 50 KAPASITE TABLOSU / CAPACITY TABLE

o Minimum T
Nr. Malzeme Olgiller Kivirma Capi | Kivirma Y&ni Vals Milleri Capr @mm 50
Material Type Dimensions | i, Bending |Way To Bend Shaft Diameters
(mm) Diameter (mm) Alt Valslerin Caplari T 162
-:|:- 60x10 600 mm Flat Bar Lower Rolls Diameters
! 20x10 300 mm Hardway Ust Vals C?P' @mm 152
5 I:':I 100x15 600 mm Flat Bar Top Roll Diameer
50x10 300 mm Easyway H'dVOI'k'GUG ton 16
3 .:1:. 35x35 600 mm Solid Square Hydraulic Power
15x15 300 mm Calisma Hizi m/dak | 4
4 C!: @35 600 mm Solid Round Working Speed m/min
@20 300 mm Motor Giicii KW 112
(Z!:) @70x2 1200 mm Thin Pipe Motor Power
° - @25x1,5 400 mm Uzunluk mm 800
O:!:O ?2"x2,9 1000 mm Thick Pipe Lenght
e : ?1/2"x2,3 300 mm Genislik mm 650
7 n——|—= 70x30x3 1500 mm Box Section Width
30x15x2 400 mm Yikseklik mm 1500
8 n:':n 50x3 1600 mm Box Section Height
20x2 400 mm Agirlik kg. 550
9 -l__'_l- 50x50x6 600 mm Angle Weight
30x30x3 400 mm Leg Out
10 EE 45x45x5 900 mm Angle
30x30x3 600 mm Leg In
1 _IZ!:I_ 60x7 800 mm | T Profile
30x4 500 mm Leg Out
50x6 800 mm T Profile
L % 30x4 500 mm Leg In
60x7 800 mm T Profile
o E; 30x4 500 mm Upside
: E UPN 80 800 mm U Profile
& 0 UPN 30 400 mm Leg Out
15 E UPN 80 1200 mm | U Profile
UPN 30 600 mm Lleg In

=

Boru Kivirma Lama Kivirma

./ www.karmak-makina.com » 9
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S HB 60/ HB 8

HB 60-80 HIDROLIK BUKME MAKINASI

HB 60/3 - HB 80 Hidrolik Profil Kivirma
Makinasi

Standart Ozellikler

* Celik govde

* Ust mil hidrolik olarak yukari asagi hareketli
* Reduktor tahrikli digli sistemi

* Her 3 mil tahriklidir

* Vals milleri ve toplari 1050 kalite celikten imal

edilmistir.

* Tam miller ve toplar sertlestirilmis ve
taglanmistir.

* Standart vals toplari ile lama ve kutu profil
bukulebilir.

* Standart vals toplari degisik 6lctli pullardan
olusmaktadir.

* Ayarlanabilir yan dayamalar

* Yatay ve dikey calisma imkani

* Tlrkce ve ingilizce kullanma kilavuzu

* CE sertifikali

* 1 Yil garantili

Ekstra Ozellikler

* Boru kivirma toplari

* Késebent kivirma toplari

* Aliminyum kivirma icin delrin toplar
* Dijital gosterge

* Ozel yan dayamalar

* Hiz Ayari

HB 60/3 -HB 80 Hydraulic Profile
Bending Machine

Standard Specifications

* Steel frame

* Reducer driven gear system

* All three rolls powered

* Top roll up and down movement hydraulically

* Rolls and shafts are made of SAE 1050 quality
steel

* All rolls and shafts are hardened and grinded

* Able to bend flat bars and box sections with
standard rolls it i

* Standard rolls are interchangeable to adjust AdditignakAccessories
gap for bending

* Standard guide rolls

* Able to work both horizontal and vertical
position

* Users manual book in English or Turkish

* CE certificate

*1 Year warranty

* Pipe bending rolls for different sizes

* Angle bending rolls (leg in and leg out)

* Aluminium bending rolls made of DELRIN
* Digital read out for top roll

* Angle guide rolls

* Speed variator

./ www.karmak-makina.com » 10
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HB 60-80 HIDROLIK BUKME MAKINASI

PROFIL KIVIRMA MAKIN
HB 60/ HB 8

HB 60 /3 - HB 80 KAPASITE TABLOSU / CAPACITY TABLE

Yatay Lama Kivirma

\

NC Unite

HB 60 /3 HB 80
o Minimum Al s Minimum
Ne|  Mome | Okl | AR - P
Material Type (mm) Min. Bending Way To Bend (mm) Min. Bending
Diameter (mm) Diameter (mm)
-:t:- 80x 15 800 mm Lama / Flat Bar 100 x 15 1000 mm
. 40x 10 400 mm Kiliclama / Hardway | 30 x 10 400 mm
5 I:':I 120 x 25 600 mm Lama / Flat Bar 150 x 25 900 mm
50x 10 400 mm Yatay / Easyway 60 x5 400 mm
3 .:':. 50 x 50 800 mm Dolu Kare 60 x 60 700 mm
20 x 20 400 mm Solid Square 15x 15 400 mm
4 CD 2 50 800 mm Dolu Yuvarlak D 60 800 mm
@ 20 400 mm Solid Round 215 400 mm
(Z!:) @100 x 2 1600 mm Ince Boru D120 x 3 1400 mm
5 " D 60 x 2 500 mm Thin Pipe D 15x 1 400 mm
C:!:) D 3"x3.2 1600 mm Kalin Boru D 3" x 5.48 900 mm
6 . D 1"x2,6 500 mm Thick Pipe @1/2"x2,77 | 400 mm
n——l—n 80 x40 x 3 1400 mm Kutu Profil 100 x 40 x 3 1200 mm
/ 0 40 x 20 x 2 500 mm Box Section 25 x15x2 500 mm
8 n:':n 70x 3 1600 mm Kutu Profil 100 x 3 1600 mm
40 x 2 500 mm Box Section 25 x2 600 mm
9 J_—'_L 70x70x7 1000 mm Késebent Dis 100 x 100 x 8 | 1200 mm
40 x 40 x 5 500 mm Angle Leg Ovut 30x30x3 4600 mm
10 EE 70x70x7 1200 mm Késebent Ic 100 x 100 x 3 900 mm
40 x 40 x 5 600 mm Angle Leg In 30x30x3 600 mm
80x9 1000 mm T Profil Dis 100 x 10 1000 mm
v 40 x 5 400 mm T Profile Leg Out 25x3,5 400 mm
80x9 1200 mm T Profil I¢ 80 x 8 1200 mm
12 E 40 x5 500 mm T Profile Leg In 25,x,3,5 400 mm
80x9 1000 mm T Profil Yukan 100 x 10 1200 mm
13 E; 40 x5 400 mm T Profile Upside 30 x 4 400 mm
UPN 120 800 mm U Profil Dis UPN 120 800 mm
e N i iy 500 mm U Profile Leg Out | UPN 30 450 mm
15 E UPN 120 1200 mm U Profil I¢ UPN 120 600 mm
UPN 60 600 mm U Profile Leg In UPN 30 400 mm
HB 60/3 HB 80
Vals Milleri Capi
Shaft Diameters Gy 60 80
Alt Valslerin C,;uplurl @mm 60 80
Lower Rolls Diameters
Ust Vals Cfxpl @mm 215 265
Top Roll Diameter
Hidrolik Gii¢
Hydraulic Power fon 32 40
CG|I§I1.'ICI Hizi m/dak 5 6
Working Speed m/min
Motor Giicii kW 2,2 4
Motor Power
Ui mm 850 1100
Lenght
Genislik mm 1140 | 1300
Width
Yokseklik mm 1650 | 1650
Height
Agirlk ke. 900 | 1500
Weight

www.karmak-makina.com » 11




HB 110 PROFIL KIVIRMA MAKINALARI

HB 110 Hidrolik Profil Kivirma
Makinesi

Standart Ozellikler

* Her ¢ vals mili hidromotor ve planet
redUktor tahriklidir.

* Red(iktorler italyan Brevini ya da muadilidir.

* Tam elektrik aksami Telemecanique ,
Siemens ve Moeller marka Grtinlerden imal
edilmistir.

* Makina govdesi celik kaynakl konstriiksiyon

* Vals milleri 4140 kalite celikten indiksiyonla
sertlestirilmis (68 HRC) ve taglanmistir.

* Alt valsler hidrolik olarak asagi ve yukari
piramit (dikey) hareketli, Gst vals mili sabittir.
Malzemede diiz uc en az birakacak sekilde
tasarlanmugtir.

* Dikey ve yatay calisma imkani

* Mobil kumanda panosu

* Dijital gosterge (2 Adet)

* CE normlarina uygundur

* 1 yil garantilidir.

Standard Specifications

* Steel frame

* All 3 rolls are powered by reducers
(ITALIAN)

* Shafts are induction hardened and grinded

* Bottom rolls hydraulically move up and
down pyramidally

* Standard rolls for flat bar and box section

* Hydraulic guide rolls

* Horizontal and vertical working position

* Mobile control panel with push buttons

* Digital read outs (2 pcs.)

* CEcertificate

* Users book in English

*1 Year warranty

./ www.karmak-makina.com » 12
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ROFIL KIVI

HB 110 KAPASITE TABLOSU / CAPACITY TABLE

.

RMA M2

OFiL KIVIRMA MAKINALARI

A
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Nr. Malzeme Olgler chll\rlpnlcr!mérgpl Kivirma Yéni Vals Milleri Capr @mm 110
) Material Type D|rrzen5|)ons Min. Bending | Way To Bend Shaft Diameters
mm Diameter (mm) Vals Topu Caplari @mm 315
1 -j:- 100X20 1000 mm Flat Bar Rolls Diameters
30X10 400 mm | Hardway Calisma Hiz: m/dak |
5 I:':I 160X35 800 mm Flat Bar Working Speed m/min
80x5 400 mm Easyway Motor Giici kw 75
3 .:':. 60X60 750 mm Solid Square Motor Power '
15X15 400 mm Uzunluk mm 1500
4 m @75 800 mm Solid Round Lenght
215 450 mm Genislik mm 2000
5 m @125x2,5 1400 mm Thin Pipe Width
- B15x1 450 mm Yukseklik mm 1700
6 C:!j) D4"x6,02 1000 mm Thick Pipe Height
: P1/2"x2,77 450 mm Agirlik kg. 4700
= s = b 1300 mm Box Section Weight
0 25X15X2 450 mm
8 u:':n 80X5 1500 mm Box Section
25X2 450 mm
9 _l——]—l_ 100X100X12 1000 mm | Angle
40X40X4 700 mm Leg Out
10 EE 100X100X10 1000 mm Angle
40X40X4 550 mm leg In
i 'I:!:I' 100X11 1000 mm | T Profile
30X4 400 mm Leg Out
90X10 1000 mm T Profile
Al == 30x4 400 mm | Legln
100X11 1000 mm T Profile
1y E; 30X4 400 mm Upside
: E UPN 160 800 mm U Profile
% g UPN 30 400 mm Leg Out
15 @ UPN 160 800 mm | U Profile
UPN 30 600 mm Leg In
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10 TON HIDROLIK - YATAY PRESLER

Standart Ozellikler

* Tam govde yekpare CELIK ten Gretilmistir.

* Kurs mesafesi dijital ile ayarlanir
Fiama Encoder (ITALYA) kullanihr.

* Manuel veya otomatik calisma imkani

* Tum kaliplar ve miller isil islem ile sertlestirilmis ve
taslanmistir.

* Ayak pedali ile kontrol edilir.

* Standart olarak 1 takim abkant kalibi verilir.

* Kesme, delme, dogrultma, boru bikim( opsiyonel

kaliplarla yapilabilir.
* CE normlarina uygundur.
* Kullanma klavuzu (Turkge, ingilizce)
* 1 yil garantilidir.

** Opsiyonel kaliplar icin sayfa 17'ye bakiniz.

Standard Specifications

* All steel frame

* Stroke adjustment by digital read out

* Manuel or automatic working system

* All tooling and pins are induction hardened and
grinded.

* Operation by foot pedal

*1 set of pressbrake tooling as standard

* Cutting, punching, straightining, pipe bending
tools are optional.

* CE norms

* Users manual book in English.

* 1 years warranty

www.karmak-makina.com > 14




Standart Ozellikler

* Tam govde yekpare CELIK ten Gretilmistir.

* Kurs mesafesi dijital ile ayarlanir
Fiama Encoder (ITALYA) kullanilir.

* Manuel veya otomatik calisma imkani

* Tum kaliplar ve miller isil islem ile sertlestirilmis ve
taslanmistir.

* Ayak pedali ile kontrol edilir.

* Standart olarak 1 takim abkant kalibi verilir.

* Kesme, delme, dogrultma, boru bikim( opsiyonel
kaliplarla yapilabilir.

* CE normlarina uygundur.

* Kullanma klavuzu (Turkge, ingilizce)

* 1 yil garantilidir.

** Opsiyonel kaliplar icin sayfa 17'ye bakiniz.

Standard Specifications

* All steel frame

* Stroke adjustment by digital read out

* Manuel or automatic working system

* All tooling and pins are induction hardened and
grinded.

* Operation by foot pedal

*1 set of pressbrake tooling as standard

* Cutting, punching, straightining, pipe bending
tools are optional.

* CE norms

* Users manual book in English.

* 1 years warranty

www.karmak-makina.com P 15
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Makina Sanaypy

Standart Ozellikler Standard Specifications
* Tam govde yekpare CELIK ten Uretilmistir. * All steel frame
* Kurs mesafesi dijital ile ayarlanir * Stroke adjustment by digital read out
Fiama Encoder (ITALYA) kullanilir.(0,7Tmm hassasiyet) * Manuel or automatic working system
* Manuel veya otomatik ¢alisma imkani * All tooling and pins are induction hardened and
* Tam kaliplar ve miller 1sil islem ile sertlestirilmis ve grinded.
taslanmistir. * Operation by foot pedal
* Ayak pedali ile kontrol edilir. * 1 set of pressbrake tooling as standard
* Standart olarak 1 takim abkant kalibi verilir. * Speed adjustment.
* Hiz ayar * Pressure adjustment.
* Basing ayari * Cutting, punching, straightining, pipe bending
* Kesme, delme, dogrultma, boru bikimu( opsiyonel tools are optional.
kaliplarla yapilabilir. * CE norms
* CE normlarina uygundur. * Users manual book in English.
* Kullanma Klavuzu (Turkge, ingilizce) * 1 year warranty

*1 yil garantilidir.

**QOpsiyonel kaliplar icin sayfa 17'ye bakiniz.

www.karmak-makina.com » 16
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Makina Sanaypy

50 TON HIDROLIK-YATAY PRESLER

Standart Ozellikler Standard Specifications
* Tim govde yekpare CELIK ten Uretilmistir. * All steel frame
* Kurs mesafesi dijital ile ayarlanir * Stroke adjustment by digital read out
Fiama Encoder (ITALYA) kullanilir.(0,7mm hassasiyet) * Manuel or automatic working system
* Manuel veya otomatik ¢alisma imkani * All tooling and pins are induction hardened and
* Tam kaliplar ve miller 1sil islem ile sertlestirilmis ve grinded.
taslanmistir. - * Operation by foot pedal
* Ayak pedali ile kontrol edilir. * 1 set of pressbrake tooling as standard
* Standart olarak 1 takim abkant kalibi verilir. * Speed adjustment.
* Hiz ayar * Pressure adjustment.
* Basing ayari * Cutting, punching, straightining, pipe bending
* Kesme, delme, dogrultma, boru bikimu( opsiyonel tools are optional.
kaliplarla yapilabilir. * CE norms
* CE normlarina uygundur. * Users manual book in English.
* Kullanma Klavuzu (Turkge, ingilizce) * 1 year warranty

*1 yil garantilidir.

www.karmak-makina.com P 17
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Opsiyonel Kaliplar
Optional Patterns

Dogrultma Kalibi Lama Bukme Kalibi
Straightening Tooling Flat Bar Bending
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DEMIR KESME MAKINASI

DK 24 Demir Kesme Makinasi

Standart Ozellikler

Teknik 6zellikler

Motor gucu : 3kW
Agirlik : 300 Kg
En 1 450 mm
Boy 11200 mm
Yikseklik : 500 mm
Kesme kapasitesi 1 24 mm

Standart Aksesuarlar

* Celik konstriksiyon kaynakli gévde

* Bicaklari 6zel alasimli ¢elikten yapilmis olup
vakumla sertlesgtirilmistir

* Standart kesme bigak takimi

* CE- normlarina uygun

* Kullanim ve bakim kitap¢igi

*1Yil Garanti

DK 24 Rebar Cutting Machine

Standard Specifications

Technical data
Motor Power : 3 kW

Weight : 300 Kg

Width : 450 mm

Length : 1200 mm

Height : 500mm

Capacity : Up to @24mm rebar

Standard Accessories

* Steel frame

* Blades are made of special alloy steel and
vacuum hardened

* 1 set of standard cutting tools

* CE Safety certificate

* Manual book in English

* 1 Year warranty

www.kdrmak-makina.com » 19




Standart Ozellikler

Teknik Ozellikler

Motor glcl : 3 kW

Motor Devri : 1405 rpm

Rediktor devri @ 9 rpm

Agirhk : 350 Kg

En : 800 mm

Boy : 900 mm

Yikseklik :1100mm

Performans : @7mm — @36mm arasi demir biker

Standart Aksesuarlar

* Degisik ebatta makaralar ve dayama

* Ayak pedalli kumanda

* 45— 90 - 180 derece bukiim otomatik segme anahtari

* Otomatik ve Manuel calisma secenegi

* Milleri ve bukiim ekipmanlari 6zel alagimli
indiksiyonla sertlestirilmis celik

* PLC Unite ile Programl olup maliyet dlistirmek igin
kullanilan parazit yapan elektronik kartlar kesinlikle
kullanilmamaktadir.

* CE Gulvenlik Sertifikasina sahiptir.

* Kullanma kilavuzu

*1 Y1l garanti

e

.l'.'.i'._
Stdndaré Specifications
r

Technical Data
Motor Power : 3 kW
Motor Rotation : 1405 rpm

Reducer :9rpm

Weight : 350 Kg

Width : 800 mm

Length : 900 mm

Height : 1100mm

Capacity : @7mm — @36mm rebar

Standard Accessories

* 1 set of tooling

* Foot Pedal

*45 - 90 — 180(or any degree between 0 — 360 )
degrees select switch

* Automatic or manual working system

* All Toolings are special steel and induction hardened

* Programming with Telemecanique PLC

* CE Safety certificate

* Manual book in English

*1 Year warranty

www.kdrimak<makina.com » 20
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